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| FLEXIBUS

PRODUCT GROUP FLEXIBUS

Conductor

Material E-Cu 99.9 (standard) / E-Cu tinned (optional)
Imm

65 VPN

Strip thickness
Hardness
Insulation
Material Special high flexible PVC

UL 94 VO

Flammability

Color Black (other colors optional)

Thickness >1.6 mm
20 kV/mm

min. 150%

Dielectric strength
Elongation
Tensile Strength min. 10.3 N m

- 20 to + 105 °C

750 V. AC / 1000 V AC

Operating temperature
Operating voltage
Dimensions

2000 / 3000 mm (standard)
20 - 100 mm
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Width
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Appovals

Dimensions
(width x number of strips
x thickness)  Cu bare
(mm)

Dimensions
(width x number of strips

x thickness)  Cu bare
(mm)

Cross Nominal
Section current carrying
capacity

Nominal
current carrying
capacity

Cross
Section

20x2x1 40x10x1
20x3x1 50x8x1
20x4x1 63x5x1
24x2x1
24x3x1
32x2x1

20xbx1
20x6x1

24x4x1 80x8x1

24x5x1 100x6x1
32x3x1

24x6x1 100x8x1
32x4x1

20x10x1
24x8x1
24x10x1
32x5x1
32x6x1
40x5x1
32x8x1
32x10x1
40x8x1
50x5x1




Custom made

FLEXIBUS

FLEXIBLE BUSBARS

Cutting | Bending @ Twisting | Hole pattern | Oblong holes

FLEXIBUS - custom made designs according to the requirements
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SALZER Electronics Ltd, Unit-Il
Chinnamadampalayam, Coimbatore - 641019. India.
Phone : +91 4254 302000 Fax : +91 4254 272012.
E-mail : salzer2@salzergroup.com Visit us at : www.salzergroup.com
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